
COFFEE Bean Incoming Foreign Material For Cleaning:
SCALPING
Burlap Bag String
String
Stick
Wood Chips
Wood Splinters from skids
Rocks
Marbles
Tools
Large Metal
Dirt Balls
Other Grains
FINES
Chaff
Fines
Brokens
Dust
Dirt Balls

All of the above Foreign Materials Are Fine Cleaned on the 24” Modular Scalperator because
of the following advantages over flat and trommel style cleaning:

Rotary Feeder and Rock Plate  allows full
screen coverage and product depth control.  In
addition introduces string,wood chips and splin-
ters to perforation for ease in stratification.  This
is not available on flat screen or Trommel style
cleaning.

Cylinder Round Perforation Cleaning provides
stratification of sticks,wood and other large mate-
rials but excellent flow through of beans.

Wiper Blade Cleaning System cleans the
round perforation where the bag string lay and
cleans it from the main product stream.  The
cleaning system of a flat Screen or Trommel
does not do this  because the string tilts up and flows through with the product or collects at the dis-
charge.
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Scalping and Re-Scalping Reel Speed
Control for slowing or speeding up reel for cer-
tain sized COFFEE beans which manipulates
the stratification of the COFFEE on the perfora-
tion and manipulates cleaning efficiency. There
are speed controls on both the Flat and
Trommel approach but this can become a
capacity issue and when you speed up or slow
down a Flat or Trommel  the machine cleaning
dynamics change.

Rescalping Reel uses a smaller size perfora-
tion which allows you to stratify 20% of the
product over the main scalping reel for second-
ary cleaning on the rescalping reel.  There is no
secondary scalping on a flat Screen or
Trommel cleaner the good COFFEE is lost to
scalpings.

Rotary Aspiration Feed Valve allows you to
control and spread the COFFEE as it enters the
aspiration chamber. This allows for excellent control of the density separation you are trying to
achieve.  Most secondary product discharge aspirators found in the Flat or Trommel screen
approach do not have control or full spread so the separation can not be controlled or manipulated.

Oversized aspiration Column in both height,width and length for high efficeincy aspiration and
density separation control.  Secondary aspiration systems are typically 50% in size.

Oversized Settling Chamber for efficient
aspirated product settle out which reduces
fines sent to the product collector.   Most sec-
ondary aspiration systems do not have a set-
tling chamber.

Closed Circuit Aspiration and Open Circuit
Aspiration option so you may choose to use
a dust collection system or go with a self con-
tained aspiration option.  Secondary systems
us a closed circuit option but they traditionally
do not have a settling chamber which hurts
the system.

Rescalping 
Reel

Feed Valve Aspiration 
Column

Settling 
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Closed Circuit
Air Option

Speed Control

Please visit our website www.carterday.com to
see the Scalperator movie running of coffee
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Wiper Blades Not Shown Above



The 11” Scalperator offers similar cleaning to above defined
Foreign Materials as the 24” but in a smaller size for lower
capacities.

The advantages of the 11” Scalperator over flat screen and
trommel cleaning are as follows:

Rotary Feeder and Rock Plate allowing product flow control and
sticks,string and other FM stratification or scalping.

Wiper Blade Cleaning System providing efficient string removal.

Scalping Reel Speed Control to adjust to the perforation
size and COFFEE bean size.

Weighted Gate Aspiration Feed Control to provide a
decent spread of product as it enters the 
aspiration chamber.

Medium Sized Aspiration Column for a decent air wash of
product

Settling Chamber for good settle out of fines and broken coffee beans.

THE 11” SCALPERATOR  CAN BE USED AS A STAND ALONE MACHINE 
OR USED IN CONJUNCTION TO YOUR EXISTING CLEANING LINE.

The 11” model  makes a great stand alone unit for lower capacities or used in combination
with an existing flat or trommel style cleaners.  The machine is sized in 28” segments up to
112” inches wide.  

The 11” Scalperator used in combination with your flat screener could make your existing
COFFEE cleaning system better for the following reasons:

Control the product flow as it enters the machine and efficienctly remove scalpings,sticks and string.

Remove Sticks, Wood Splitters that are presently falling through your cleaner or collecting at the dis-
charge.

Aspiration to remove fines,brokens and other things 50% better than your present system.

11” Modular Scalperator
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11” MODULAR SCALPERATOR



ADDITIONAL CARTER DAY MACHINES FOR THE COFFEE INDUSTRY

UNIFLOW INDENTED POCKET LENGTH GRADING MACHINES
Length Grading can be used to remove sticks that are longer than COFFEE
beans.  In addition remove shorter FM from Coffeebeans.

PRECISION SIZER SLOT AND ROUND HOLE FOR COFFEE SIZE GRADING
Precision Sizing offers you the ability size the coffee beans via width and thick-
ness giving you different grades of size.  In addition you may use this machine
to remove splits and brokens.

FOR APPLICATION ADVICE OR PRICING FOR ANY OF YOUR APPLICATION PLEASE 
CONTACT US DIRECTLY AT THE BELOW CONTACT INFORMATION

CARTER DAY MODULAR SCALPERATOR 
SCALPERATOR POUNDS PER HOUR CAPACITY

MODEL 28” 56 84 112

11” 5,000 10,000 15,000 20,000
24” 12,000 24,000 36,000 48,000

THE ABOVE ARE BASED ON .5” ROUND PERFORATIONS  
DECREASES IN PERFORATION SIZE LOWERS THROUGH-PUT CAPACITY

COFFEE Bean Size May Effect Capacity 
Moisture Less Than 14%

Bulk Density of Coffee May Effect Capacity
Foreign Material Percentages to Be Removed Must Be Determined
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CARTER DAY FULL SCALE LAB TESTING IS
AVAILABLE TO RUN YOUR SPECIFIC BEANS.
This will allow us to determine the best size
perforation for your product.  

We encourage you to send us your beans for
testing.


